
3M Water Dedicated-Flo  – Easy 5 Step installation
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Use your existing fi ltered water 
tap or your chosen 3M tap with 
factory fi tted tubing - no need for 
extra fi ttings. Install the drinking 
water tap in a convenient position 
on your counter top.
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Select and mark a location under 
the sink that allows access for 
fi lter change, and attach fi lter 
head assembly to wall.
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Disconnect existing cold water 
braided hose (a) and insert 
adaptor block (b) including black 
sealing washer. Attach fi lter 
inlet tubing fi rmly (c) to adaptor. 
Replace cold water braided hose.

4

Filter Inlet

Outlet to Tap

(a)

(b)(c)

Water Supply

(e)

(d)

(f)

4. Insert tube from drinking water 
tap stem (d) fi rmly into fi lter head 
fi tting labelled ‘outlet’ (e). Insert 
fi lter into fi lter head assembly (f).
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H C
Turn back on water supply, 
check for leaks, then fl ush fi lter 
(run for 5 mins).

If your water pressure exceeds 125 psi (862kPa) you must install a pressure limiting valve.
If you’re unsure contact your plumbing professional.
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Turn off water supply. Open fi lter tap to 
relieve pressure. Disconnect the existing 
1/4” tubing from your current fi lter and 
remove the fi lter system.
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Select and mark a location under the sink 
that allows access for fi lter change, and 
attach fi lter head assembly to wall. 

NB. Ensure the existing tubing reaches.
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Firmly Insert tube from cold water supply 
into fi tting on fi lter head marked ‘inlet’. 
Firmly insert the tube from the existing 
fi lter water tap into fi tting marked ‘outlet’.
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Turn back on water supply, check for 
leaks, then fl ush fi lter (run for 5 mins).

If your water pressure exceeds 125 psi (862kPa) you must install a pressure limiting valve.
If you’re unsure contact your plumbing professional.


